IES INDOOR REPORT

PHOTOMETRIC FILENAME : HRZ-4-LED-0100-FL-SS-40.IES

DESCRIPTION INFORMATION (From Photometric File)

IESNA:LM-63-2002

[TEST] L250_4000K_SS(750)_0100_N2S_5-17-2016

[TESTLAB] Orb Optronix, Inc.
[ISSUEDATE] 05-17-2016
[TESTDATE] 01-12-2017
[MANUFACILSI INDUSTRIES, INC
[LUMCAT]HRZ-4-LED-0100-FL-SS-40

[OTHER]TEST PROCEDURE: IESNA LM-79-08
[ ABSOLUTE]NOTE: DATA SHOWN IS ABSOLUTE FOR THE SAMPLE PROVIDED

[ SEARCH_SOURCETYPE] LED
[ SEARCH_APPLICATION] Indoor

CHARACTERISTICS

Lumens Per Lamp

Total Lamp Lumens
Luminaire Lumens

Total Luminaire Efficiency
Luminaire Efficacy Rating (LER)
Total Luminaire Watts
Ballast Factor

CIE Type

Spacing Criterion (0-180)
Spacing Criterion (90-270)
Spacing Criterion (Diagonal)
Basic Luminous Shape
Luminous Length (0-180)
Luminous Width (90-270)
Luminous Height

LUMINANCE DATA (cd/sg.m)

Angle In Average Average
Degrees 0-Deg 45-Deg
45 4066 3560

55 3854 3224

65 3524 2761

75 2977 2065

85 2126 1014

N.A. (absolute)
N.A. (absolute)
2869

N.A.

78

36.7

1.00

Direct

1.26

1.24

1.38
Rectangular w/Sides
4.00 ft

0.60 ft

0.13 ft

Average
90-Deg

3402
3040
2558
1853
850

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.

Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME :

CANDELA TABULATION

HRZ-4-LED-0100-FL-SS-40.1IES

0 10 20 30 40 30 60 10 80 0
0 1008.923 1008.923 1008.923 1008.923 1008.923 1008.923 1008.923 1008.923 1008.923 1008.923
10 993.739 991.344 991.145 989.999 0988.347 988.316 987.447 987.247 986.300 986.529
20 940.446 937.272 936.090 935.721 934.306 933.717 930.879 931.249 929.466 928.507
30 852.692 852.318 852.394 849.643 848.099 845.457 842.631 842.190 840.357 838.190
40 735.212 735.321 734.174 732.821 730.832 728.054 725.269 723.699 722.276 720.925
50 597.077 595.991 595.930 594.050 593.350 591.003 589.071 587.223 585.070 583.620
60 440.489 440.031 440.804 440.478 439.279 438.074 436.282 434.597 432.917 431.524
70 273.635 274373 275.651 275.368 275.199 274.584 273.591 272.652 271.329 269.943
80 112.992 114.085 115.045 115.710 116.001 116.385 116.356 114.680 113.806 112.073
90 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES INDOOR REPORT

PHOTOMETRIC FILENAME : HRZ-4-LED-0100-FL-SS-40.IES

ZONAL LUMEN SUMMARY

Zone

0-20
0-30
0-40
0-60
0-80
0-90
10-90
20-40
20-50
40-70
60-80
70-80
80-90
90-110
90-120
90-130
90-150
90-180
110-180
0-180

Lumens

367.85
779.84
1274.69
22475
2806.25
2868.96
2773.61
906.84
1418.09
1325.9
558.75
205.65
62.71
0.00
0.00
0.00
0.00
0.00
0.00
2868.96

%Lamp

N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.

Total Luminaire Efficiency = N.A.%

ZONAL LUMEN SUMMARY

Zone

0-10
10-20
20-30
30-40
40-50
50-60
60-70
70-80
80-90
90-100
100-110
110-120
120-130
130-140
140-150
150-160
160-170
170-180

Lumens

95.35
272.50
411.99
494.85
511.24
461.56
353.10
205.65
62.71
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00

%Fixt

12.80
27.20
44.40
78.30
97.80
100.00
96.70
31.60
49.40
46.20
19.50
7.20
2.20
0.00
0.00
0.00
0.00
0.00
0.00
100.00

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : HRZ-4-LED-0100-FL-SS-40.IES

COEFFICIENTS OF UTILIZATION - ZONAL CAVITY METHOD

Effective Floor Cavity Reflectance 0.20
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : HRZ-4-LED-0100-FL-SS-40.IES

POLAR GRAPH

1009

757

252

Maximum Candela = 1008.923 Located At Horizontal Angle = 0, Vertical Angle =0
# 1 - Vertical Plane Through Horizontal Angles (0 - 180) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (0) (Through Max. Cd.)
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



